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APV TB+ 1000 Liquiverter 
 

Offer number : 23-43-02 

Make : Tetra Pak  

Type : TB+1000 

Capacity : 1000 liter 

Serial number : 27184248 

Year of manufacturing : 2007 

Power : 380V 

Dimensions ( l x w x h ) : 130 x 130 x 240 cm  

Weight : 500 kg 

Condition of the machine : Good 

Location : The Netherlands 

Terms of delivery : FCA 

Price in the condition “as is”  : 22.500,00 EUR  
 

 

    
 

    

  

 

APV TB+ 1000 A manual unit designed for batch mixing, inline mixing over one or more 
hydration tanks, or continuous mixing, with optional integration in full automated production. 
The field of application can vary from milk, juices, desserts, pulp, puree, fruit fillings and 
preserves, baby food, dairy products and ketchup sauces. Liquiverter:  Tank volume: 
1,000ltr, single jacketed, 2 balls for cip, 1 x Breather with overflow pipe. Manhole in top Ø 
50 cm. Level sensor connection in bottem and at the top of the side. Flange inlet for dry 
ingrediënts Ø 20 cm. Liquid ingrediënts inlet 3" SMS. Outletpipe in bottom 3"SMS. Vane 
rotor size Ø 25 cm. Motor: 18,5 KW 1765 rpm, 36,5 A. Total dimensions: 130 x 130 x 240 
cm 

 

 

APV TB+ 1000 Eine manuelle Einheit, die für Batch-Mischen, Inline-Mischen über einen 
oder mehrere Hydratationstanks oder kontinuierliches Mischen konzipiert ist, mit optionaler 
Integration in eine vollautomatische Produktion. Der Anwendungsbereich kann von Milch, 
Säften, Desserts, Fruchtfleisch, Püree, Fruchtfüllungen und -konserven bis hin zu 
Babynahrung, Milchprodukten und Ketchup-Saucen reichen. Liquiverter: Tankvolumen: 
1.000 Liter, einfach ummantelt, 2 Sprühkugeln für CIP, 1 x Entlüfter mit Überlaufrohr. 
Mannloch oben Ø 50 cm. Anschluss für Füllstandssensor unten und oben an der Seite. 
Flanscheinlass für trockene Zutaten Ø 20 cm. Einlass für flüssige Zutaten 3" SMS. 
Auslassrohr unten 3" SMS. Flügelrotorgröße Ø 25 cm. Motor: 18,5 KW 1765 U/min, 36,5 A. 
Gesamtmaße: 130 x 130 x 240 cm 

 

 

APV TB+ 1000 Een handmatige unit ontworpen voor batch mengen, inline mengen over 
een of meer hydratatietanks, of continu mengen, met optionele integratie in volledig 
geautomatiseerde productie. Het toepassingsgebied kan variëren van melk, sappen, 
desserts, pulp, puree, fruitvullingen en conserven, babyvoeding, zuivelproducten en 
ketchupsauzen. Liquiverter: Tankinhoud: 1.000ltr, enkelwandig, 2 sproeibollen voor CIP, 1 x 
Ontluchter met overlooppijp. Mangat in bovenkant Ø 50 cm. Aansluiting niveausensor onder 
en boven aan de zijkant. Flensinlaat voor droge ingrediënten Ø 20 cm. Vloeibare 
ingrediënten inlaat 3" SMS. Uitlaatpijp in bodem 3"SMS. Afmeting schoepenrotor Ø 25 cm. 
Motor: 18,5 KW 1765 tpm, 36,5 A. Totale afmetingen: 130 x 130 x 240 cm 

 

 

For more information check our website: www.useddairyequipment.com 
 

PLEASE NOTE: We do not intentionally send our offers to any unwilling recipients.  
If you have been incorrectly included in our mailing list, or do not wish to receive further offers from us,  

please reply with REMOVE as subject , and use the same mail address that we have send to. Please accept our apologies 
for any inconvenience caused! 
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